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Air Defrost
Electric Defrost
Hot Gas Defrost
Water Defrost
Water and Hot Gas Defrost

Low Temperature (less than 20°F [-6.7°C]
Medium Temperature (+20°F [-6.7°C] and up)
High Temperature (+40°F [7.2°C] and up)
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1. SAFETY INSTRUCTIONS

To avoid serious personal injury, accidental death, or major property damage, read and follow
all safety instructions in the manual and on the equipment. Maintain all safety labels in good
condition. If necessary, replace labels using the provided part numbers.
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/\WARNING

/\ CAUTION

NOTICE

This is the safety alert symbol. It is used to alert you to potential
personal injury hazards. Obey all safety messages that follow this
symbol to avoid possible injury or death.

DANGER indicates a hazardous situation which, if not avoided, will result
in death or serious injury.

WARNING indicates a hazardous situation which, if not avoided, could
result in death or serious injury.

CAUTION indicates a hazardous situation which, if not avoided, could
result in minor or moderate injury.

NOTICE indicates instructions that pertain to safe equipment operation.
Failure to follow these instructions could result in equipment damage.

A DANGER

Hazardous Voltage

Unit may have more than one
electrical power supply.
De-energize and lockout prior
to servicing.

CCM P/N: PURD0O19538 J

PURO00019535

/MN\WARNING

To maintain over current, short circuit, and
ground fault protection, the manufacturer's
instructions for selection of over load

and short circuit protection must be followed

to reduce the risk of fire or electric shock.
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‘CCM PMN: PUR00019560

PURO00019560

/N\WARNING

If an overload or a fault current interruption occurs, circuits

must be checked to determine the cause of the interruption. If a
fault condition exists, the current carrying components should be
examined and replaced if damaged, and the integral current
sensors must be replaced to reduce the risk of fire or electric

shock.
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A DANGER

Rotating Machinery

Equiptment may start and stop
without warning. Do not
operate with guards removed.
Lockout prior to servicing.
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CCMPIN: .

PURO00019536

CCM P/N: PURDO019634 “f

service unit.
PUR00019634
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/MN\WARNING

Safety Relief Valve Required

This component is intended to be installed in
a system protected with an appropriate
safety relief valve.

Failure to do so may result in personal injury
or death.

A DANGER
Pressurized Gas/Liquid
Contains pressurized gas/liquid. Evacuate
system in accordance with applicable
regulations and safety standards prior to
( > servicing. Only qualified personnel should
/‘\

‘GCM PIN: PURD0O19628 )

PUR00019628

/\WARNING

Hot Surfaces

S ‘ $ Contact may cause burn.

—— Do not touch.
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